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SPIRALI RILSAN® PA11
RILSAN  ® PA11 SPIRALS

SCHEDA TECNICA - SPIRALI RILSAN® PA11
DATA SHEET - RILSAN ® PA11 SPIRALS

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 12 m 15 m 20 m 24 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

  S42XY 4 2 50 42 136 2500 205 3750 273 5000 328 6000 410 7500 546 10000 656 12000 820 15000

 S425XY 4 2,5 50 42 136 2500 205 3750 273 5000 328 6000 410 7500 546 10000 656 12000 820 15000

  S427XY 4 2,7 50 42 136 2500 205 3750 273 5000 328 6000 410 7500 546 10000 656 12000 820 15000

S53XY 5 3 62 52 145 2500 217 3750 290 5000 348 6000 435 7500 580 10000 696 12000 870 15000

S64XY 6 4 64 52 166 2500 250 3750 333 5000 400 6000 500 7500 666 10000 800 12000 1000 15000

S86XYP 8 6 66 50 230 2500 345 3750 460 5000 550 6000 690 7500 920 10000 1100 12000 1380 15000

S86XY 8 6 86 70 166 2500 250 3750 333 5000 400 6000 500 7500 666 10000 800 12000 1000 15000

S863XY 8 6,3 86 70 166 2500 250 3750 333 5000 400 6000 500 7500 666 10000 800 12000 1000 15000

S108XY 10 8 102 82 175 2500 262 3750 350 5000 420 6000 525 7500 700 10000 840 12000 1050 15000

S1210XY 12 10 126 102 175 2500 262 3750 350 5000 420 6000 525 7500 700 10000 840 12000 1050 15000

S1412XY 14 12 180 152 141 2500 212 3750 283 5000 340 6000 425 7500 566 10000 680 12000 850 15000

S1512XY 15 12 182 152 150 2500 225 3750 300 5000 360 6000 450 7500 600 10000 720 12000 900 15000

S15125XY 15 12,5 182 152 150 2500 225 3750 300 5000 360 6000 450 7500 600 10000 720 12000 900 15000

S1613XY 16 13 184 152 158 2500 237 3750 316 5000 380 6000 475 7500 632 10000 760 12000 950 15000

S1815XY 18 15 188 152 160 2500 240 3750 320 5000 384 6000 480 7500 640 10000 768 12000 960 15000

S2420XY 24 20 260 212 176 2500 220 3750 353 5000 353 6000 440 7500 586 10000 704 12000 880 15000

NB: Nel codice compare una X, bisogna sostituirla con la lettera del 
colore desiderato: BLU (B), ed ARANCIO (A), a richiesta altri colori; 
ed una Y, che corrisponde alla lunghezza della spirale.
ESEMPIO CODICE: Cod. S15125B10 - Spirale RILSAN® PA11 
15x12,5 BLU da 10 m.
Temperature di utilizzo: da -40°C a +80°C.
Per fluidi a base acquosa temperatura massima 
di esercizio +70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

NB: There is an X in the code. This should be replaced with the letter 
representing the colour required: BLUE (B), and ORANGE (A), with 
other colours on request; and a Y, which corresponds to the length 
of the spiral.
CODE EXAMPLE: S15125B10 - RILSAN® PA11 Spiral 15x12,5 
BLUE in lengths of 10 m.
Working temperature: from -40°C to +80°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.



Tu
bi

 e
 s

pi
ra

li 
in

 P
ol

ia
m

m
id

e
Po

lya
m

id
e 

tu
be

s 
an

d 
sp

ira
ls

17

SPIRALI IN RILSAN® PA11 CON TERMINALI DIRITTI
RILSAN ® PA11 SPIRALS WITH STRAIGHT TERMINALS

SCHEDA TECNICA - SPIRALI IN RILSAN® PA11 CON TERMINALI DIRITTI
DATA SHEET - RILSAN ® PA11 SPIRALS WITH STRAIGHT TERMINAL

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 12 m 15 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lt1
(mm)

Lt2
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

SC42XY 4 2 50 42 150 150 120 420 2500 190 490 3750 258 558 5000 313 613 6000 395 695 7500 805 1105 15000

SC425XY 4 2,5 50 42 150 150 120 420 2500 190 490 3750 258 558 5000 313 613 6000 395 695 7500 805 1105 15000

SC427XY 4 2,7 50 42 150 150 120 420 2500 190 490 3750 258 558 5000 313 613 6000 395 695 7500 805 1105 15000

SC53XY 5 3 62 52 150 150 125 425 2500 197 497 3750 270 570 5000 328 628 6000 415 715 7500 850 1150 15000

SC64XY 6 4 64 52 150 150 146 446 2500 230 530 3750 313 613 5000 380 680 6000 480 780 7500 980 1280 15000

SC86XY 8 6 86 70 150 150 146 446 2500 230 530 3750 313 613 5000 380 680 6000 480 780 7500 980 1280 15000

SC108XY 10 8 102 82 150 150 155 455 2500 242 542 3750 330 630 5000 400 700 6000 505 805 7500 1030 1330 15000

SC1210XY 12 10 126 102 150 150 155 455 2500 242 542 3750 330 630 5000 400 700 6000 505 805 7500 1030 1330 15000

SC1512XY 15 12 182 152 150 150 120 420 2500 195 495 3750 270 570 5000 330 630 6000 420 720 7500 870 1170 15000

SC15125XY 15 12,5 182 152 150 150 120 420 2500 195 495 3750 270 570 5000 330 630 6000 420 720 7500 870 1170 15000

SC1815XY 18 15 188 152 150 150 120 420 2500 200 500 3750 280 580 5000 344 644 6000 440 740 7500 920 1220 15000

NB: Nel codice compare una X, bisogna sostituirla con la lettera 
del colore desiderato: BLU (B), ed ARANCIO (A), a richiesta altri 
colori; ed una Y, che corrisponde alla lunghezza della spirale.
ESEMPIO CODICE: SC1210A15 - Spirale RILSAN® PA11 con 
codoli 12x10 ARANCIO da 15 m.
Temperature di utilizzo: da -40°C a +80°C.
Per fluidi a base acquosa temperatura massima di esercizio 
+70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

NB: There is an X in the code. This should be replaced with the 
letter representing the colour required: BLUE (B), and ORANGE (A), 
with other colours on request; and a Y, which corresponds 
to the length of the spiral.
CODE EXAMPLE: SC1210A15 - RILSAN® PA11 Spiral with straight 
terminals 12x10 ORANGE in lengths of 15 m.
Working temperature: from -40°C to +80°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
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SPIRALI IN POLIAMMIDE PA12 BINATE
POLYAMIDE PA12 TWIN SPIRALS

Queste spirali sono prodotte con tubi interni di diverso colore. 
Il rivestimento esterno è in POLIURETANO NERO.
NB: Nel codice compare una X, bisogna sostituirla con la lunghezza.
ESEMPIO: Spirale in POLIAMMIDE PA12 BINATA 15x12 
da 30 m - Cod. SB15122L30.
Temperature di utilizzo: da -20°C a +80°C.
Per fluidi a base acquosa temperatura massima di esercizio +70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

This spirals can be made with internal tubes in the different colours. 
The external covering is made of BLACK POLYURETHANE.
NB: In the code there is an X, this must be replaced with the length 
of the spiral.
EXAMPLE: POLYAMIDE PA12 TWIN Spiral 15x12 in lengths 
of 30 m - Code SB15122L30.
Working temperature: from -20°C to +80°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.

SCHEDA TECNICA - SPIRALI IN POLIAMMIDE PA12 BINATE
DATA SHEET - POLYAMIDE PA12 TWIN SPIRALS

LUNGHEZZA
LENGTH 7,5 m 15 m 25 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

  SB422LX 4 2 50 41 475 2500 950 5000 1580 8500 1900 10000

SB4252LX 4 2,5 50 41 475 2500 950 5000 1580 8500 1900 10000

SB4272LX 4 2,7 50 41 475 2500 950 5000 1580 8500 1900 10000

SB642LX 6 4 65 51 510 2500 1020 5000 1750 8500 2040 10000

SB862LX 8 6 90 72 515 2500 1030 5000 1750 8500 2060 10000

SB1082LX 10 8 104 82 530 2500 1060 5000 1830 8500 2120 10000

SB12102LX 12 10 128 102 525 2500 1050 5000 1750 8500 2100 10000

SB15122LX 15 12 184 152 525 2500 1050 5000 1750 8500 2100 10000

SB151252LX 15 12,5 184 152 525 2500 1050 5000 1750 8500 2100 10000
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SPIRALI IN POLIAMMIDE PA12
POLYAMIDE PA12 SPIRALS

SCHEDA TECNICA - SPIRALI IN POLIAMMIDE PA12
DATA SHEET - POLYAMIDE PA12 SPIRALS

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 12 m 15 m 20 m 24 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

  SA42XY 4 2 50 42 136 2500 205 3750 273 5000 328 6000 410 7500 546 10000 656 12000 820 15000

SA64XY 6 4 64 52 166 2500 250 3750 333 5000 400 6000 500 7500 666 10000 800 12000 1000 15000

SA86XY 8 6 86 70 166 2500 250 3750 333 5000 400 6000 500 7500 666 10000 800 12000 1000 15000

SA108XY 10 8 102 82 175 2500 262 3750 350 5000 420 6000 525 7500 700 10000 840 12000 1050 15000

SA1210XY 12 10 126 102 175 2500 262 3750 350 5000 420 6000 525 7500 700 10000 840 12000 1050 15000

NB: Nel codice compare una X, bisogna sostituirla con la lettera 
del colore desiderato: BLU (B), ed ARANCIO (A), a richiesta altri 
colori; 
ed una Y, che corrisponde alla lunghezza della spirale.
ESEMPIO CODICE: Cod. SA15125B10 - Spirale PA12 15x12,5 
BLU da 10 m.
Temperature di utilizzo: da -20°C a +80°C.
Per fluidi a base acquosa temperatura massima di esercizio 
+70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

NB: There is an X in the code. This should be replaced with the 
letter representing the colour required: BLUE (B), and ORANGE (A), 
with other colours on request; and a Y, which corresponds 
to the length of the spiral.
CODE EXAMPLE: SA15125B10 - PA12 Spiral 15x12,5 BLUE in 
lengths of 10 m.
Working temperature: from -20°C to +80°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
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SPIRALI IN POLIAMMIDE PA12 CON TERMINALI DIRITTI
POLYAMIDE PA12 SPIRALS WITH STRAIGHT TERMINALS

SCHEDA TECNICA - SPIRALI IN POLIAMMIDE PA12 CON TERMINALI DIRITTI
DATA SHEET - POLYAMIDE PA12 SPIRALS WITH STRAIGHT TERMINALS

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 12 m 15 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lt1
(mm)

Lt2
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

SCA42XY 4 2 50 42 150 150 120 420 2500 190 490 3750 258 558 5000 313 613 6000 395 695 7500 805 1105 15000

SCA64XY 6 4 64 52 150 150 146 446 2500 230 530 3750 313 613 5000 380 680 6000 480 780 7500 980 1280 15000

SCA86XY 8 6 86 70 150 150 146 446 2500 230 530 3750 313 613 5000 380 680 6000 480 780 7500 980 1280 15000

SCA108XY 10 8 102 82 150 150 155 455 2500 242 542 3750 330 630 5000 400 700 6000 505 805 7500 1030 1330 15000

SCA1210XY 12 10 126 102 150 150 155 455 2500 242 542 3750 330 630 5000 400 700 6000 505 805 7500 1030 1330 15000

NB: Nel codice compare una X, bisogna sostituirla con la lettera 
del colore desiderato: BLU (B), ed ARANCIO (A), a richiesta altri 
colori; ed una Y, che corrisponde alla lunghezza della spirale.
ESEMPIO CODICE: SCA1210A15 - Spirale PA12 con codoli 12x10 
ARANCIO da 15 m.
Temperature di utilizzo: da -20°C a +70°C.
Per fluidi a base acquosa temperatura massima di esercizio 
+70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

NB: There is an X in the code. This should be replaced with the 
letter representing the colour required: BLUE (B), and ORANGE (A), 
with other colours on request; and a Y, which corresponds to the 
length of the spiral.
CODE EXAMPLE: SCA1210A15 - PA12 Spiral with straight 
terminals 12x10 ORANGE in lengths of 15 m.
Working temperature: from -20°C to +80°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
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SPIRALI IN POLIAMMIDE AUTOESTINGUENTE
POLYAMIDE SELF-EXTINGUISHING SPIRALS

SCHEDA TECNICA - SPIRALI IN POLIAMMIDE AUTOESTINGUENTE
DATA SHEET - POLYAMIDE SELF-EXTINGUISHING SPIRALS

LUNGHEZZA
LENGTH 7,5 m 15 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

S64BYV2 6 4 64 52 250 3750 500 7500 1000 15000

S86BYV2 8 6 86 70 250 3750 500 7500 1000 15000

S108BYV2 10 8 102 82 262 3750 525 7500 1050 15000

S1210BYV2 12 10 126 102 262 3750 525 7500 1050 15000

Tubo costruito con materia prima che soddisfa la norma UL94 
grado V2.
Le spirali AUTOESTINGUENTI sono previste solo di colore BLU (B).
Nel codice compare una Y che corrisponde alla lunghezza della 
spirale.
ESEMPIO CODICE: S1210B30V2 - Spirale in PA 
AUTOESTINGUENTE 12x10 BLU da 30 m.
Temperature di utilizzo: da -20°C a +80°C.
Per fluidi a base acquosa temperatura massima di esercizio 
+70°C
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.
Spirali prive di alogeni.

Tube manufactured with raw material that meets the UL94 
standard V2 degree.
The SELF-EXTINGUISHING spirals are available only in BLUE (B).
In the code there is an Y, which corresponds to the length of the 
spiral.
CODE EXAMPLE: S1210B30V2 - PA SELF-EXTINGUISHING Spiral 
12x10 BLUE in lengths of 30 m.
Working temperature: from -20°C to +80°C
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
Halogen-free spirals.
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SPIRALI IN POLIURETANO
POLYURETHANE SPIRALS

SCHEDA TECNICA - SPIRALI IN POLIURETANO
DATA SHEET - POLYURETHANE SPIRALS

LUNGHEZZA
LENGTH 7,5 m 10 m 15 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

SP42BY 4 2 38 30 --- --- --- --- 545 7500 1090 15000

SP64BY 6 4 42 30 405 3750 540 5000 810 7500 --- ---

SP64BY 6 4 56 44 --- --- --- --- --- --- 1130 15000

SP85BY 8 5 46 30 525 3750 700 5000 1050 7500 --- ---

SP86BY 8 6 76 60 --- --- --- --- 605 7500 1210 15000

SP1065BY 10 6,5 60 40 500 3750 670 5000 1000 7500 --- ---

SP1075BY 10 7,5 105 85 --- --- --- --- 525 7500 1050 15000

SP128BY 12 8 84 60 420 3750 560 5000 840 7500 --- ---

SP129BY 12 9 124 100 --- --- --- --- 525 7500 1050 15000

SP1610BY 16 10 92 60 525 3750 700 5000 1050 7500 --- ---

Queste spirali sono previste nel colore BLU (B), a richiesta altri 
colori. Nel codice compare una Y, che corrisponde alla lunghezza 
della spirale.
ESEMPIO CODICE: SP129B30 - Spirale POLIURETANO 12x9 BLU 
da 30 m.
Temperature di utilizzo: da -20°C a +60°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

This spirals are available only in BLUE (B), or other colours on 
request. In the code there is an Y, which corresponds to the length 
of the spiral.
CODE EXAMPLE: SP129B30 - POLYURETHAN 12x9 BLUE Spiral in 
lengths of 30 m.
Working temperature: from -20°C to +60°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
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SPIRALI IN POLIURETANO CON TERMINALI DIRITTI E RACCORDI
POLYURETHANE SPIRALS WITH STRAIGHT TERMINALS AND FITTINGS

6 x 4: maschio girevole 1/4” 6 x 4: 1/4” rotating male
8 x 5: maschio girevole 1/4” 8 x 5: 1/4” rotating male

10 x 6,5: maschio girevole 1/4” 10 x 6,5: 1/4” rotating male
12 x 8: maschio girevole 3/8” 12 x 8: 3/8” rotating male

16 x 10: maschio girevole 3/8” 16 x 10: 3/8” rotating male

SCHEDA TECNICA - SPIRALI IN POLIURETANO CON TERMINALI DIRITTI E RACCORDI
DATA SHEET - POLYURETHANE SPIRALS WITH STRAIGHT TERMINALS AND FITTINGS

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 15 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lt1
(mm)

Lt2
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

SPCR64BY 6 4 42 30 150 150 250 550 2500 380 680 3750 515 815 5000 780 1080 7500

SPCR85BY 8 5 46 30 150 150 315 615 2500 480 780 3750 650 950 5000 980 1280 7500

SPCR1065BY 10 6,5 60 40 150 150 300 600 2500 460 760 3750 620 920 5000 940 1240 7500

SPCR128BY 12 8 84 60 150 150 250 550 2500 385 685 3750 515 815 5000 780 1080 7500

SPCR1610BY 16 10 92 60 150 150 315 615 2500 485 785 3750 655 955 5000 990 1290 7500
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SPIRALI IN POLIESTERE tipo HTR
HTR type POLYESTER SPIRALS

SCHEDA TECNICA - SPIRALI IN POLIESTERE tipo HTR
DATA SHEET - HTR type POLYESTER SPIRALS

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 12 m 15 m 20 m 24 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

SH42XY 4 2 50 42 133 2500 200 3750 266 5000 320 6000 400 7500 533 10000 640 12000 800 15000

SH64XY 6 4 66 54 161 2500 242 3750 323 5000 388 6000 485 7500 646 10000 776 12000 970 15000

SH86XY 8 6 88 72 161 2500 242 3750 323 5000 388 6000 485 7500 646 10000 776 12000 970 15000

SH108XY 10 8 106 86 171 2500 257 3750 343 5000 412 6000 515 7500 686 10000 824 12000 1030 15000

SH1210XY 12 10 130 106 166 2500 250 3750 333 5000 400 6000 500 7500 660 10000 800 12000 1000 15000

NB: Nel codice compare una X, che corrisponde alla sigla dei colori 
previsti: NERO (N), BLU (B), ARANCIO (A); ed una Y, che corrisponde 
alla lunghezza della spirale.
ESEMPIO CODICE: SH64N75 - Spirale HTR 6x4 NERA da 7,5 m.
Temperature di utilizzo: da -20°C a +100°C.
Per fluidi a base acquosa temperatura massima di esercizio +70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

NB: In the code there is an X, which corresponds to the abbreviation 
of the available colours: BLACK (N), BLUE (B), and ORANGE (A); and 
a Y, which corresponds to the length of the spiral.
CODE EXAMPLE: SH64N75 - HTR Spiral 6x4 BLACK in lengths of 
7,5 m.
Working temperature: from -20°C to +100°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
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SPIRALI IN POLIESTERE HTR CON TERMINALI DIRITTI
HTR POLYESTER SPIRALS WITH STRAIGHT TERMINALS

SCHEDA TECNICA - SPIRALI IN POLIESTERE HTR CON TERMINALI DIRITTI
DATA SHEET - HTR POLYESTER SPIRALS WITH STRAIGHT TERMINALS

LUNGHEZZA
LENGTH 5 m 7,5 m 10 m 12 m 15 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Lt1
(mm)

Lt2
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

Lc1
(mm)

Lc2
(mm)

La1
(mm)

SHC42XY 4 2 50 42 150 150 117 417 2500 184 484 3750 250 550 5000 304 604 6000 384 684 7500 784 1084 15000

SHC64XY 6 4 66 54 150 150 141 441 2500 222 522 3750 303 603 5000 368 668 6000 465 765 7500 950 1250 15000

SHC86XY 8 6 88 72 150 150 141 441 2500 222 522 3750 303 603 5000 368 668 6000 465 765 7500 950 1250 15000

SHC108XY 10 8 106 86 150 150 151 451 2500 237 537 3750 323 623 5000 392 692 6000 495 795 7500 1010 1310 15000

SHC1210XY 12 10 130 106 150 150 145 445 2500 227 527 3750 310 610 5000 376 676 6000 475 775 7500 970 1270 15000

NB: Nel codice compare una X, che corrisponde alla sigla dei 
colori previsti: NERO (N), BLU (B), ARANCIO (A); ed una Y, che 
corrisponde alla lunghezza della spirale.
ESEMPIO CODICE: SHC1210A15 - Spirale HTR con codoli 12x10 
ARANCIO da 15 m.
Temperature di utilizzo: da -20°C a +100°C.
Per fluidi a base acquosa temperatura massima di esercizio 
+70°C.
PRESSIONI: Pressioni di esercizio e scoppio come da scheda 
tecnica tubo corrispondente.

NB: In the code there is an X, which corresponds to the 
abbreviation of the available colours: BLACK (N), BLUE (B), and 
ORANGE (A); and a Y, which corresponds to the length of the 
spiral.
EXAMPLE: HTR Spiral with straight terminals 12x10 ORANGE 
in lengths of 15 m. Cod. SHC1210A15.
Working temperature: from -20°C to +100°C.
Max. working temperature of fluids containing water +70°C.
PRESSURES: Working and bursting pressures as per the 
corresponding tube technical specification sheet.
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SPIRALI IN POLIAMMIDE 6PH tipo PA6PH
POLYAMIDE 6PH type PA6PH SPIRALS

SCHEDA TECNICA - SPIRALI IN POLIAMMIDE 6PH TIPO PA6PH
DATA SHEET - POLYAMIDE 6PH type PA6PH SPIRALS

PRESSIONE a 23°C  
PRESSURE at 23°C

LUNGHEZZA
LENGTH

5 m 7,5 m 10 m 15 m 20 m 30 m

Codice
Code

D
(mm)

d
(mm)

De
(mm)

Di
(mm)

Esercizio
Working

(bar)

Scoppio
Bursting

(bar)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

Lc
(mm)

La
(mm)

SE64AY 6 4 64 52 26 80 166 2500 250 3750 333 5000 500 7500 666 10000 1000 15000

SE86AY 8 6 86 70 18 56 166 2500 250 3750 333 5000 500 7500 666 10000 1000 15000

SE108AY 10 8 102 82 14 44 175 2500 262 3750 350 5000 525 7500 700 10000 1050 15000

SE1210AY 12 10 126 102 12 36 175 2500 262 3750 350 5000 525 7500 700 10000 1050 15000

Le spirali PA6PL sono previste solo di colore ARANCIO (A).
Nel codice compare una Y che corrisponde alla lunghezza 
della spirale.
ESEMPIO CODICE: SE108A10 - Spirale in PA6PL 10x8 
ARANCIO da 10 m.
Temperature di utilizzo: da 0°C a +80°C.
Per fluidi a base acquosa temperatura massima di esercizio 
+70°C.

The PA6PL spirals are available only in ORANGE (A).
In the code there is an Y, which corresponds to the lenght 
of the spiral.
CODE EXAMPLE: SE108A10 - PA6PL Spiral 10x18 ORANGE 
in lengths of 10 m.
Working temperature: from 0°C to +80°C.
Max. working temperature of fluids containing water +70°C.

FATTORE DI CORREZIONE DELLA PRESSIONE IN FUNZIONE DELLA TEMPERATURA
PRESSURE CORRECTION FACTOR AS FUNCTION OF TEMPERATURE


